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Features

®  Compliant with the Standard Specification of USB 1.1 and 2.0
IEEE 802.3 compatible

Support Full Duplex Operation in 10/100 Mbps Modes

Support USB Full and High Speed modes with bus power
capacity

Supports suspended mode and remote wakeup

Upstream port: USB type A plug

Downstream port: RJ45

Data Transfer Rate: up to 480Mbps (USB 2.0 EHCI)

4 Status LED: Power, Link, Full, 100/ACT

Supports Windows® 2000, XP/2003 32/64 bit, Vista 32/64bit

System Requirements
®  Windows® 2000, XP/2003 32/64 bit, Vista 32/64bit
®  Available USB 2.0 port

Package Contents
® 1 x USB 2.0 Fast Ethernet Adapter

[ ] 1 x Driver CD

MN3000000037 Page 2



) 1 x User’s Manual

Optional Accessories

® USB Cable

Hardware Description

LED Indications
LED Status Description
@ Power ON Power On
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® Link ON A valid connection

BLINK | Receiving Packets

® Full ON Full-Duplex Mode
OFF Half-Duplex Mode
@ 100/ACT ON Connection with 100Mbps

OFF Connection with 10Mbps

Hardware Installation
1. Plug the Adapter directly into an available USB port on your

computer.

2.  Connect one end of your Ethernet cable into the rear of the
adapter.

3. Connect the other end of the Ethernet cable into an available Fast
Ethernet or Gigabit Ethernet port on your router, switch, or any

other networking device.

Driver Installation

For Windows® 2000/XP/Server 2003

1. Please insert the CD driver bound with USB 2.0 Fast Ethernet
Adapter into your CD-ROM Dirive.
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2. At the Windows desktop click Start, then Run.

3. Type D:\MCS7830\Setup.exe, then click OK.
(Change D: to match your CD-ROM drive letter)

4.  Press “Install” button to install the drivers.

If the system prompts the user informing the drivers are not
signed, select the option Install this driver software anyway.

6. After a few second, the installer should display “Installation
Successfully Completed! If the Device is currently connected,
unplug and again plug it in!”, click “Exit” to close the installer.

7.  Plug-in the USB Cable of USB 2.0 Fast Ethernet Adapter to one
of the USB port of your computer.

8. Windows should detect the new USB device, and automatically
install the drivers for the new hardware connected.

9.  When Windows desktop is displayed, the driver installation is
complete.

10. Open “Device Manager” under System Properties.

11. Click on the + (plus sign) in front of the “Network adapters”,
one “HighSpeed USB-Ethernet Adapter” should be displayed.
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For Windows® XP-x64 /Server 2003-x64

1.

Please insert the CD driver bound with USB 2.0 Fast Ethernet
Adapter into your CD-ROM Dirive.

At the Windows desktop click Start, then Run.

Type D:\MCS7830\Win64\SetupAmd64.exe, then click OK.
(Change D: to match your CD-ROM drive letter)

Press “Install” button to install the drivers.

If the system prompts the user informing the drivers are not
signed, select the option Install this driver software anyway.
After a few second, the installer should display “Installation
Successfully Completed! If the Device is currently connected,
unplug and again plug it in!”, click “Exit” to close the installer.
Plug-in the USB Cable of USB 2.0 Fast Ethernet Adapter to one
of the USB port of your computer.

Windows should detect the new USB device, and automatically
install the drivers for the new hardware connected.

When Windows desktop is displayed, the driver installation is

complete.

10. Open “Device Manager” under System Properties.
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11. Click on the + (plus sign) in front of the “Network adapters”,
one “MosChip 7830 HighSpeed USB-Ethernet Adapter”
should be displayed.

For Windows® Vista

1. Please insert the CD driver bound with USB 2.0 Fast Ethernet
Adapter into your CD-ROM Dirive.

2. At the Windows desktop click Start, then Run.

3. Type D:\MCS7830\Vista32\Setup.exe, then click OK.
(Change D: to match your CD-ROM drive letter)

4. Press “Install” button to install the drivers

5. If the system prompts the user informing the drivers are not
signed, select the option Install this driver software anyway.

6. After a few second, the installer should display “Installation
Completed!”, click “Exit” to close the installer.

7. Plug-in the USB Cable of USB 2.0 Fast Ethernet Adapter to one
of the USB port of your computer.

8. Windows should detect the new USB device, and automatically

install the drivers for the new hardware connected.
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9.  When Windows desktop is displayed, the driver installation is
complete.

10. Open “Device Manager” under System Properties.

11. Click on the + (plus sign) in front of the “Network adapters”,
one “HighSpeed USB-Ethernet Adapter” should be displayed.

Networking Settings

1. Click “Network Connection” in Control Panel to set your
network settings.

2. Right-click the Local Area Connection used by the Gigabit
Ethernet ExpressCard, then select “Properties” from the pop-up
menu.

3. Double-click the “Internet Protocol (TCP/IP)” item to set
network settings.

4. Right-click the Local Area Connection used by the USB 2.0 Fast

Ethernet Adapter., then select “Status” from the pop-up menu.

You can affirm network status.



